APPROVED SELECT NATVE —————
OR STRUCTURAL BACKFILL,
SEE NOTE 3

CLASS |, TYPE A BEDDING ————
OR SAND AS APPROVED
BY THE ENGINEER

GRIND PAVEMENT

12" MIN MAX MED 95% R.C.

o

I—TYPE A HMA 3/4"

| 12" MIN
| SEE NOTE 2
| | A

TYPE A HMA 3/4"—F—
MAX MED 95% R.C.

2"_4*

4" MIN — 10" MAX
3" PLUS THICKNESS
F EX AC SECTION)

TOP 30" OF BACKFILL
COMPACTED TO 95% R.C.

REMAINING BACKFILL
rCOMPACTED TO 90% R.C.

|

12"

A
0.D.

| |

1/8 O.D. (4" MIN)

I TRENCH WIDTH, CENTER PIPE IN TRENCH !
0.D. + 6" MIN
0.0. + 24" MAX

NOTES:

1.
2.
3.

oo

THIS DETAIL DOES NOT APPLY TO ELECTRICAL CONDUIT INSTALLATION; THIS DETAIL APPLIES TO MAIN-LINE
INSTALLATIONS THAT RUN PARALLEL TO THE STREET.

PLACE PERMANENT PAVEMENT WITHIN THIRTY (30) DAYS AFTER BACKFILLING. INSTALL TEMPORARY AC TO FINISH
GRADE UNTIL PERMANENT AC IS PLACED.

BACKFILL SHALL BE COMPACTED BY MECHANICAL TAMPING IN 0.75" LIFTS. TRENCH BACKFILL TO BE COMPACTED
TO 90% RELATIVE COMPACTION WITH TOP 30" COMPACTED TO 95% RELATIVE COMPACTION.

IF EXISTING AC SECTION IS LESS THAN 4" THICK, GRIND AC KEY TO FULL DEPTH OF EX AC AND REPLACE FULL
DEPTH AC SECTION (2" MIN).

IF OUTSIDE TRAVELED WAY, ELIMINATE AC AND REPLACE SURFACE IMPROVEMENT TO MATCH EXISTING.

RECESSED TRENCH PLATES SHALL BE USED AT THE FOLLOWING LOCATIONS: ALL ARTERIAL STREETS, ALL
COLLECTOR STREETS, AT TRENCH ALIGNMENTS NOT PARALLEL WITH OR PERPENDICULAR TO THE DIRECTION OF
TRAFFIC, AND LOCATIONS DETERMINED BY THE ENGINEER TO BE NECESSARY.

THE CONTRACTOR SHALL PREPARE FOR PLACEMENT OF PLATES OVER TRENCH BY GRINDING A RELIEF 12" WIDE
ON EACH SIDE OF THE TRENCH BY THE THICKNESS OF THE STEEL PLATE SO THAT THE SURFACE OF THE STEEL
PLATE IS LEVEL WITH THE ADJACENT PAVEMENT SURFACE.

FOR ELECTRICAL TRENCH RESTORATION, REFER TO DETAIL NO. E-15, E-16, OR E-17.

SEE NOTE 4
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